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NOTES:

1. DISPLACEMENT PER REVERLUTION PER STAGE = 20.1 CC/REV
2. DISPLACEMENT AT 1000 RPM = 20.1 LT/MIN
3. PRV CRACKING PRESSURE:-

MINIMUM = 2.9 BAR (42 PSI)

MAXIMUM = 8.27 BAR (120PSI)
4. FOR EACH FULL TURN OF THE ADJUSTER THE CRACKING
PRESSURE WILL INCREASE/DECREASE BY 0.25 BAR (3.6 PSI)

31.75 36.75
O
N
)
/’ ©
e
< ~
bl
2 |
8 7 ) 5

2x @ 420V 12.40
M5x0.8 - 6H v 10

14

<t
™

\ M22X1.5-6H T 15
® 20.50 ¥ 17.50

43.80 46
AMM OKEYWAY ‘

27

|y

— O ﬁ ° @
g~
D= 16.30
ASASY
2X O 6.50 v 75
MATERIAL
\ A SEE COMPONENT PARTS
LT ]
w FINISH
COPYRIGH (c) 2013 THIRD ANGLE PROJECTION SEE COMPONENT PARTS
UNITY, c':igiﬁt{ibgﬁlﬁ l;Allglg\sc?!N|J|-|AM, SC]AQLE W]EI]GkHT DRAWING TITLE
o sHOW piaiee SORDISERESSURE
O - PUMP-SHORT NOSE-20.1 Lt
ore 1706717
THIS DESIGN IS THE PROPERTY OF cHeckep-  S.HOW DRAWING NUMBER

AT POWER THROTTLES LTD AND CAD PLOT

A
MUST NOT BE REPRODUCED OR DO NOT 'l 04_ 'l 03_000 77
COMMUNICATED WITHOUT SCALE  APPROVED-  A_CLIFTON sHeEr20r2 A3
AUTHORITY :
4 3 2 ]



